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Introduction

Part O: Introduction

Reservations

This manual was written and illustrated using the best possible information avail-
able at the time of publication.

Any differences between this manual and the equipment reflect improvements intro-
duced after the publication of the manual.

Changes, technical inaccuracies and typographic errors will be corrected in subse-
quent editions.

As a part of our policy of continuous improvement, we reserve the right to alter de-
sign and specifications without further notice.

Pre-installation instructions

The instructions in this Pre-installation Manual allow the customer and the service
technician to prepare the installation site for the unit and for the installation itself.

Never install the unit in explosive environments.

It is the responsibility of the owner and operator/s of the unit that the installation is
made in accordance with local regulations, and by engineers authorized to carry out
plumbing and electrical installations.

The manufacturer cannot be held responsible for any damage caused by incorrect in-
stallation of the unit.

ﬂ Only qualified service technicians are allowed to unpack and install the

equipment.

m When preparing the installation site please take into consideration that this

equipment is for restricted access locations only!

m Please download the Service and User's Manuals from G&]J home page

www.glunz-jensen.com before the installation of the unit.

1319
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m Introduction

Notes, cautions, and warnings !

Throughout the manual warnings, cautions, and notes are written in bold like the ex-

ample below:

B Electrical installation must conform to local regulations and guidelines.

Symbol

Meaning

Explanation

Note

The operator should observe and/or act according to the
information in order to obtain the best possible function of the
equipment.

Caution

The operator must observe and/or act according to the
information in order to avoid any mechanical or electrical
damage to the equipment.

A

Warning

The operator must observe and/or act according to the
information in order to avoid any personal injury.
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Transportation

When the unit arrives

Part 1: Transportation

When the unit arrives

Storing the unit before installation

The crated unit will usually be delivered some time before the arrival of the service
technician. In which case you should prepare an appropriate place indoors to store the
crated unit.

The crate

Dimensions and weight

T320.39

Width (W) 142 cm (55.9")
Length (L) 160 cm (63"
Height (H) 126.3 cm (49.7")
Weight, crated (= 5%) 365 kg (805 Ib)
Weight, without crate 255 kg (562 Ib)
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Transportation

The crate

Checking the crate for damage

Check if the crate is damaged at the time of delivery. Take note of the damage before
you allow the service technician to unpack the unit. Provide a detailed description or

take a photograph of the damage.

Note that there are shock and tilt watch indicators on the crate. Their serial
numbers are listed in the box label of the crate too and therefore have to be

identical.

SHOCKWATCH -userwactunG
SHOCKWATCH nonimoreo stipment
SHOCKWATCH-rranseorT coNTROLE

SHECKWATCH

www.shockwatch.com 1.800.527.9497
MADE IN USA

TILTWATCH® XTR - Uberwachung

- Monitored shipment
- Transport contrdlé

AUFRECHT
TRANSPORTIEREN

TENIR DEBOUT
KEEP UPRIGHT

TILTWATCH' XTR

IF RED
INSPECT CONTENTS,
TIPPING HAS OCCURED.

%

SHOCKWATCH"
‘www.shockwatch.com

HANDLE WITH CARE
RED INDICATES ROUGH HANDLING.
IF RED, NOTE ON THE BILL OF LADING

AND INSPECT PRODUCT.

Z0—-HC>rOoO

Z0——=ZmMm-A-4H>

“,
%,
s,

*,

% wooew L-65 (259) Si TILTWATCH Wenn der If TILTWATCH
st rouge: Indikator rot ist: indic

T6249

ﬂ Report any damage to the crate to the transport company.

Handling the crate

The icons on the crate indicate how to handle the crate during transport and storage:

Never expose the

crate to water, or

place it in a high-
humidity area.

Handle the crate
with care.

Ensure that the
side indicated

T31691
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Transportation

Transporting the unit

Lifting the crate

Transporting the unit

The unit is supplied in a wooden crate. To lift the crate a fork-lift truck or two persons
and a hand powered pallet mover are required.

m The unit is very heavy equipment. 4 people are needed for removing the unit
from the pallet. The unit will be delivered with two pipe bars for lifting it off
the pallet. It is not possible to lift the unit off the pallet using a fork lift truck

or a pallet mover.

T32040

Available width for transport

Depending on the width of the door(s) through which the unit has to be transported to
the installation site, the service technician may have to perform the actions described

in the table below:

If width of the door is... Then...

> 162 cm No action is required as the crated unit can be transported
immediately to the installation site.

136-162 cm The service technician has to unpack the unit.

< 136cm The service technician has to unpack and strip down the

unit.

1319
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Transportation

Transporting the unit
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Installation requirements
Environmental requirements

Part 2: Installation requirements

a This unit must be installed in restricted access locations only.

Environmental requirements

Provide a heating and ventilating system capable of maintaining room temperature be-
tween 15 and 25°C (59 and 77°F) and relative humidity of max. 80%.

For heat emission see “Power consumption” on the page 2-6.

Cleaning facilities

It is essential to have easy access to a sink and a water tap with hot water where roll-
ers, guides, and brushes can be washed.

Minimum recommended size of the sink

100 x 40 cm (39.4 x 15.8")
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Installation requirements

Space requirements

Space requirements

Free space around the unit

Decide where the unit shall be placed and make sure that the free space around the
unit makes servicing possible.

The recommended minimum free space around the unit is specified in the illustrations
below:

> 383 cm (150.8")
A A A A A A A A A A A

> 60 cm (23.6")

o
o

\\\\\\\\\\\\\\\‘&\\\\\\\\\\\\\\\\\‘k\\g

T

o Unit

> 50 cm (19.7") >50 cm (19.7")
4“—r

Feed table
(optional)
Exit table
(optional)

> 290 cm ( 114.2")

> 100 cm (39.4")

mmm&mmm%‘

A

T11287

For CtP online units, the space requirements at the unit front must be decided
separately.
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Installation requirements
Space requirements
Unit dimensions

Side view

282.8 cm (111.3")

. |

104.9 - 113.9 cm
76.3-85.3cm (41.3-44.8"
(30.0 - 33.6") ‘

82.8-91.8 cm
(32.6 - 36.1")

108.7 cm (42.8")

Top view
133.7 cm (52.6") 39.3 cm (15.5")

97.4 cm (38.3")
130.3 cm (51.3")

1
|

40 cm (15.7") 69.9 cm (27.5")

T11288
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Installation requirements
Circulation connections

Circulation connections

]
]

QL ~ o=
Qo ®© o®
oy = . T 5
©
2 Unit b
O Q . = o
o O Drains o
o O ]
20 cm{ I
(7.9" |
‘ 74.5 cm (29.3")
104 cm (40.9")
T11290
Drains

All hoses for circulation connection must have a positive fall from the unit to the con-
tainers.

Never lead drain hoses from the gum sections into a drain, as most gum
solutions are strong pollutants. It is also illegal to empty these types of
chemicals into the public sewer system.

Under all circumstances local regulations applying to the treatment of
(chemical) waste must be followed strictly.
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Installation requirements m
Electrical requirements

Electrical requirements

a Electrical installation must conform to local regulations and guidelines.

Main power connection

The main power connection is made in the unit's field-wiring box located on the right
side of the unit as shown in the illustration below.

o
]

2= o=
88 . g8
o2 Unit 2
3 S X S
L|_ N—" Lu =
Il
Electronics Ma!n switch and _
cabinet Control main power connection

panel
T11289

Main power outlet

Provide a main power outlet close to the installation site. The table on the next page in-
dicates the applicable power supply types.

Power cable
The cable for the main power connection is delivered with the unit.
W Provide for additional cable protection, e.g. cable covers, if cable is exposed to

heavier transport such as forklift trucks etc.

The unit is Class 1 equipment. Therefore, the unit must be connected to earth
to avoid electrical shocks.
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Installation requirements

Electrical specifications

Electrical specifications

Installation requirements for power supply

Specifications on the unit's name plate is the actual input current and will
thus not be identical to below mentioned.

Supply / fuse
EUR | Single phase, IW + N + PE, 230 VAC/ 1 x 16 A, 50/60 Hz

US | Single phase, 2W + PE, 230 VAC/2 x 20 A, 50/60 Hz

JAP | Single phase, 2W + PE, 200 VAC /2 x 20 A, 50/60 Hz

All | Voltage tolerance =+ 10%

m Use the power cable provided with the unit.

Fuses

W The fuses must have a breaking capacity of min. 100kA.
If using automatic circuit breakers make sure that they are Type D.

Power consumption

Power consumption at ...

Operation:
EUR/ | approx. 2.7 kWh (approx. 9000 BTU/hour)
us Stand-by:

approx. 0.9 kWh (approx. 3000 BTU/hour)
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Pre-installation check list

Part 3: Pre-installation check list

Please ask the customer to answer the following questions in order to ensure a trouble-free

installation of the unit:

1. Delivery of the crate and transport to the installation site

A.

Is there a place indoors where the crated unit can be stored
temporarily.

Is there a hand-powered pallet mover, a fork-lift truck or any other lifting
device available?

Can the crate be transported directly to the installation site?
See minimum width specifications on page 1-3.

Is it sufficient to unpack the unit before it is transported to the
installation site?
See minimum width specifications on page 1-3.

Are there other factors (stairs, elevators, corners, obstacles, etc.) which
should be taken into account when transporting the crate or unit?

YES NO

Q

Q

Q

Q

Q

Q

If 80, @XPLAIN: L.oiiiiiiicici e

2. Power supply

A.

Make a note of the present supply specifications:

No. of Phases .......... Voltage .......... V Fused by .......... Amps
Neutral Wire? .......... Earth Wire? .......... Frequency .......... Hz

Has a connection box been provided to connect the unit to the
mains?

Is the customer aware that he/she should provide (or order) all supplies
(cables, fuses, etc.) necessary to connect the unit to the mains?

Is there a house electrician available?

Are there any known problems in the building where the unit will
be installed?

YES NO

a

Q
Q
Q

Q

Q
Q
Q

If S0, @XPIAIN: «ooviieiiei s
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Pre-installation check list

3. Water supply and drain YES NO
A. Capacity of air condition/ventilation adequate with regard to BTU N [

as specified on page 2-1?
B. Is there a large sink (with hot water) for cleaning the equipment?

C. Will the unit be connected to a local waste treatment system?

OO0
OO0

D. Availability of warm water for cleaning of the unit?

4. Disposition of the various supplies and equipment on the installation site:
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